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20V Cordless Shrub Shear & Grass Shear
מגזמת שיחים ודשא נטענת של 20 וולט
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GENERAL POWER TOOL 
SAFETY WARNINGS

WARNING: Read all safety warnings and 
all instructions.Failure to follow the warnings 

and instructions may result in electric shock, fire and/
or serious injury.

WARNING: Read all safety warnings 
designated by the symbol and all 

instructions.
Save all warnings and instructions for future 
reference.
The term “power tool” in the warnings refers to your 
mains-operated (corded) power tool or battery-
operated (cordless) power tool.

GENERAL POWER TOOL SAFETY 
WARNINGS - WORK AREA SAFETY

a)	 Keep work area clean and well lit. Cluttered 
or dark areas invite accidents.

b)	 Do not operate power tools in explosive 
atmospheres, such as in the presence of 
flammable liquids, gases or dust. Power tools 
create sparks which may ignite the dust or fumes.

c)	 Keep children and bystanders away while 
operating a power tool. Distractions can cause 
you to lose control.

GENERAL POWER TOOL SAFETY 
WARNINGS - ELECTRICAL SAFETY

a)	 Power tool plugs must match the outlet. 
Never modify the plug in any way. Do 
not use any adapter plugs with earthed 
(grounded) power tools. Unmodified plugs and 
matching outlets will reduce risk of electric shock.

b)	 Avoid body contact with earthed or 
grounded surfaces, such as pipes, radiators, 
ranges and refrigerators. There is an increased 
risk of electric shock if your body is earthed or 
grounded.

c)	 Do not expose power tools to rain or wet 
conditions. Water entering a power tool will 
increase the risk of electric shock.

d)	 Do not abuse the cord. Never use the cord 
for carrying, pulling or unplugging the 
power tool. Keep cord away from heat, oil, 
sharp edges or moving parts. Damaged or 
entangled cords increase the risk of electric shock.

e)	 When operating a power tool outdoors, use 
an extension cord suitable for outdoor use. 
Use of a cord suitable for outdoor use reduces the 
risk of electric shock. 

f)	 If operating a power tool in a damp location 
is unavoidable, use a residual current device 
(RCD) protected supply. Use of an RCD 
reduces the risk of electric shock. 

GENERAL POWER TOOL SAFETY 
WARNINGS -PERSONAL SAFETY

a)	 Stay alert, watch what you are doing and 
use common sense when operating a 
power tool. Do not use a power tool while 

you are tired or under the influence of 
drugs, alcohol or medication. A moment of 
inattention while operating power tools may 
result in serious personal injury. 

b)	 Use personal protective equipment. Always 
wear eye protection. Protective equipment 
such as dust mask, non-skid safety shoes, hard 
hat, or hearing protection used for appropriate 
conditions will reduce personal injuries. 

c)	 Prevent unintentional starting. Ensure 
the switch is in the off-position before 
connecting to power source and/or battery 
pack, picking up or carrying the tool. 
Carrying power tools with your finger on the 
switch or energising power tools that have the 
switch on invites accidents. 

d)	 Remove any adjusting key or wrench before 
turning the power tool on. A wrench or a key 
left attached to a rotating part of the power tool 
may result in personal injury. 

e)	 Do not overreach. Keep proper footing and 
balance at all times. This enables better control 
of the power tool in unexpected situations. 

f)	 Dress properly. Do not wear loose clothing 
or jewellery. Keep your hair, clothing and 
gloves away from moving parts. Loose 
clothes, jewellery or long hair can be caught in 
moving parts.

g)	 If devices are provided for the connection 
of dust extraction and collection facilities, 
ensure these are connected and properly 
used. Use of dust collection can reduce dust-
related hazards.

GENERAL POWER TOOL SAFETY 
WARNINGS -POWER TOOL USE AND CARE

a)	 Do not force the power tool. Use the 
correct power tool for your application. The 
correct power tool will do the job better and safer 
at the rate for which it was designed. 

b)	 Do not use the power tool if the switch 
does not turn it on and off. Any power tool 
that cannot be controlled with the switch is 
dangerous and must be repaired.

c)	 Disconnect the plug from the power source 
and/or the battery pack from the power tool 
before making any adjustments, changing 
accessories, or storing power tools. Such 
preventive safety measures reduce the risk of 
starting the power tool accidentally. 

d)	 Store idle power tools out of the reach of 
children and do not allow persons unfamiliar 
with the power tool or these instructions 
to operate the power tool. Power tools are 
dangerous in the hands of untrained users. 

e)	 Maintain power tools. Check for 
misalignment or binding of moving parts, 
breakage of parts and any other condition 
that may affect the power tool’s operation. 
If damaged, have the power tool repaired 
before use. Many accidents are caused by 
poorly maintained power tools. 

f)	 Keep cutting tools sharp and clean. Properly 



8

20V Cordless shrub shear / grass shear	 EN

maintained cutting tools with sharp cutting edges 
are less likely to bind and are easier to control. 

g)	 Use the power tool, accessories and 
tool bits etc. in accordance with these 
instructions, taking into account the 
working conditions and the work to be 
performed. Use of the power tool for operations 
different from those intended could result in a 
hazardous situation. 

GENERAL POWER TOOL SAFETY 
WARNINGS – BATTERY TOOL USE AND 

CARE
a)	 Recharge only with the charger specified 

by the manufacturer. A charger that is suitable 
for one type of battery pack may create a risk of 
fire when used with another battery pack.

b)	 Use power tools only with specifically 
designated battery packs. Use of any other 
battery packs may create a risk of injury and fire.

c)	 When battery pack is not in use, keep it 
away from other metal objects, like paper 
clips, coins, keys, nails, screws or other 
small metal objects, that can make a 
connection from one terminal to another. 
Shorting the battery terminals together may 
cause burns or a fire.

d)	 Under abusive conditions, liquid may be 
ejected from the battery; avoid contact. 
If contact accidentally occurs, flush with 
water. If liquid contacts eyes, additionally 
seek medical help. Liquid ejected from the 
battery may cause irritation or burns.

GENERAL POWER TOOL SAFETY 
WARNINGS - SERVICE

a)	 Have your power tool serviced by a 
qualified repair person using only identical 
replacement parts. This will ensure that the 
safety of the power tool is maintained.

ADDITIONAL SAFETY 
WARNINGS FOR CORDLESS 
GRASS SHEAR
Save all warnings and instructions for future 
reference.
- 	 This appliance is not intended for use by 

persons (including children) with reduced 
physical, sensory or mental capabilities, or lack 
of experience and knowledge, unless they have 
been given supervision or instruction concerning 
use of the appliance by a person responsible for 
their safety. 

- 	 Children should be supervised to ensure that they 
do not play with the appliance.

IMPORTANT
IMPORTANT
READ CAREFULLY BEFORE USE
KEEP FOR FUTURE REFERENCE

SAFE OPERATION PRACTICES
TRAINING
a)	 Read the instructions carefully. Be familiar with 

the controls and the proper use of the machine.
b)	 Never allow children, persons with reduced 

physical, sensory or mental capabilities or lack of 
experience and knowledge or people unfamiliar 
with these instructions to use the machine. Local 
regulations can restrict the age of the operator.

c)	 Keep in mind that the operator or user is 
responsible for accidents or hazards occurring to 
other people or their property.

PREPARATION
a)	 Never operate the machine while people, 

especially children, or pets are nearby.
b)	 Before use, always visually inspect the machine 

for damaged, missing or misplaced guards or 
shields. 

OPERATION
a)	 Wear eye protection, long trousers and stout 

shoes at all times while operating the machine. 
b)	 Avoid using the machine in bad weather 

conditions especially when there is a risk of 
lightning. 

c)	 Use the machine only in daylight or good artificial 
light.

d)	 Never operate the machine with damaged guards 
or shields or without guards or shields in place.

e)	 Switch on the motor only when the hands and 
feet are away from the cutting means.

f)	 Always disconnect the machine from the power 
supply (e.g. remove the battery pack)

-	 whenever leaving the machine unattended;
-	 before clearing a blockage;
-	 before checking, cleaning or working on the 

machine;
-	 after striking a foreign object;
-	 whenever the machine starts vibrating 

abnormally.
g)	 Take care against injury to feet and hands from 

the cutting means.
h)	 Always ensure that the ventilation openings are 

kept clear of debris.
i)	 Always be sure of your footing on slopes.
j)	 Walk, never run.
k)	 Not overreach and keep the balance at all times.
l)	 Not to touch moving hazardous parts before 

the machine is disconnected and the moving 
hazardous parts have come to a complete stop.

MAINTENANCE AND STORAGE
a)	 Disconnect the machine from the power supply 

(e.g. remove the battery pack) before carrying out 
maintenance or cleaning work.

b)	 Use only the manufacturer’s recommended 
replacement parts and accessories.
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c)	 Inspect and maintain the machine regularly. 
Have the machine repaired only by an authorized 
repairer.

d)	 When not in use, store the machine out of the 
reach of children.

HEDGE TRIMMER SAFETY 
WARNINGS
1. 	Keep all parts of the body away from the 

cutter blade. Do not remove cut material 
or hold material to be cut when blades 
are moving. Make sure the switch is off 
when clearing jammed material. A moment of 
inattention while operating the hedge trimmer 
may result in serious personal injury.

2. 	Carry the hedge trimmer by the handle 
with the cutter blade stopped. When 
transporting or storing the hedge trimmer 
always fit the cutting device cover. Proper 
handling of the hedge trimmer will reduce 
possible personal injury from the cutter blades.

3. 	Hold the power tool by insulated gripping 
surfaces only, because the cutter blade 
may contact hidden wiring. Cutter blades 
contacting a “live” wire may make exposed metal 
parts of the power tool “live” and could give the 
operator an electric shock.

SAFETY WARNINGS FOR 
BATTERY PACK
a)	 Do not dismantle, open or shred cells or 

battery pack. 
b)	 Do not short-circuit a battery pack. Do not 

store battery packs haphazardly in a box or 
drawer where they may short-circuit each 
other or be short-circuited by conductive 
materials. When battery pack is not in use, 
keep it away from other metal objects, like paper 
clips, coins, keys, nails, screws or other small 
metal objects, that can make a connection from 
one terminal to another. Shorting the battery 
terminals together may cause burns or a fire.

c)	 Do not expose battery pack to heat or fire. 
Avoid storage in direct sunlight.

d)	 Do not subject battery pack to mechanical 
shock.

e)	 In the event of battery leaking, do not 
allow the liquid to come into contact 
with the skin or eyes. If contact has been 
made, wash the affected area with copious 
amounts of water and seek medical advice.

f)	 Seek medical advice immediately if a cell 
or battery pack has been swallowed.

g)	 Keep battery pack clean and dry.
h)	 Wipe the battery pack terminals with a 

clean dry cloth if they become dirty.

i)	 Battery pack needs to be charged before 
use. Always refer to this instruction and 
use the correct charging procedure.

j)	 Do not maintain battery pack on charge 
when not in use.

k)	 After extended periods of storage, it may 
be necessary to charge and discharge 
the battery pack several times to obtain 
maximum performance.

l)	 Battery pack gives its best performance 
when it is operated at normal room 
temperature (20°C ± 5°C).

m)	 When disposing of battery packs, keep 
battery packs of different electrochemical 
systems separate from each other.

n)	 Recharge only with the charger specified 
by WORX. Do not use any charger other than 
that specifically provided for use with the 
equipment. A charger that is suitable for one 
type of battery pack may create a risk of fire 
when used with another battery pack. 

o)	 Do not use any battery pack which is not 
designed for use with the equipment.

p)	 Keep battery pack out of the reach of 
children.

q)	 Retain the original product literature for 
future reference.

r)	 Remove the battery from the equipment 
when not in use.

s)	 Dispose of properly.
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SYMBOLS

To reduce the risk of injury, user 
must read instruction manual

Wear ear protection

Wear eye protection

Wear dust mask

Do not expose to rain

WARNING: cutting means 
continues to run after the motor is 
switched off

Keep bystanders away

Do not dispose of batteries, Return 
exhausted batteries to your local 
collection or recycling point.

Do not expose to rain or water

Do not burn

Make sure the battery is removed 
prior to changing accessories.

Wear protective gloves.

Lock

Unlock
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COMPONENT LIST
1. GRASS SHEAR BLADE

2. LOCK-OFF BUTTON

3. HANDLE

4. BATTERY PACK *

5. BATTERY PACK RELEASE BUTTON *

6. ON/OFF SWITCH

7. TOOL-FREE DRIVE COVER

8. TOOL-FREE DRIVE COVER RELEASE 
BUTTON

9. SHRUB SHEAR BLADES (2 PCS) *

10. LOCK-OFF BUTTON ON TELESCOPIC 
HANDLE (ONLY FOR WG801E.1)

11. TELESCOPIC POLE HANDLE (ONLY FOR 
WG801E.1)

12. ON/OFF SWITCH ON TELESCOPIC 
HANDLE (ONLY FOR WG801E.1)

13. LOCKING KNOB (ONLY FOR WG801E.1)

14. INNER HANDLE (ONLY FOR WG801E.1)

15. CONNECTION BRACKET (ONLY FOR 
WG801E.1)

* Not all the accessories illustrated or 
described are included in standard delivery.

TECHNICAL DATA

WG801E WG801E.1 WG801E.9

Voltage 20 V    Max*

No Load Speed 1150 rpm

Cutting width 10cm with grass shear blade

Cutting length
12/20cm 

with shrub 
blade

12cm
12/20cm 

with shrub 
blade

Max. cutting 
diameter 8mm for shrub blade

Charging time 5 hrs /

Charger rating

Input: 
100-240V~50/60Hz

Output: 20V   
400mA

/

Machine weight:
(with grass shear 
blade)

0.9 kg 0.5 kg

*Voltage measured without workload. Initial battery 
voltage reaches maximum of 20 volts. Nominal 
voltage is 18 volts.

ACCESSORIES
WG801E WG801E.1 WG801E .9

10cm Grass shear 
blade

1 1 1

12cm Shrub 
shear blade

1 1 1

20cm Shrub 
shear blade

1 / 1

Battery pack 1 1 /

Charger 1 1 /

Telescopic Handle 
(WA0040)

/ 1 /

We recommend that you purchase your accessories 
from the same store that sold you the tool. Refer to 
the accessory packaging for further details. Store 
personnel can assist you and offer advice.
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OPERATING INSTRUCTIONS

   NOTE: Before using the tool, read the   
instruction book carefully.

INTENDED USE
The product is intended for light trimming of shrubs 
and lawn edges in domestic use.

ASSEMBLY & OPERATION

ACTION FIGURE

ASSEMBLY (Fitting/Changing the 
blade)

Removing the blade
Warning: Wear gloves when changing 
the blade.

See Fig. 
A1, A2

Fitting the blade See Fig. 
B1, B2

BEFORE OPERATION

Checking the battery condition (Only for 
WG801E/WG801E.1) See Fig. C1

Charging the battery pack
More details can be found in charger’s 
manual

See Fig. C2

Installing the battery pack See Fig. C3

Removing the battery pack See Fig. C4

OPERATION  

Starting& Stopping See Fig. D

Trimming grass
NOTE: Keep the tool away from hard 
objects and delicate plants. To make a 
closer cut, slightly tilt the tool.

See Fig. E

Trimming hedges and shrubs
NOTE: Take care to avoid any foreign 
objects. Especially avoid hard objects 
such as metal wire and railings, as 
these could damage the blades.

See Fig. F 

Operating with the telescopic handle 
(Only for WG801E.1)

Assembling/removing the telescopic 
handle
NOTE:  
-Install the battery pack first before 
assembling the telescopic handle.
-Make sure the telescopic handle is 
locked into position securely before 
operation.
-Keep hands away from the on/off 
switch when attach or remove the 
telescopic handle to prevent accidental 
start.

See Fig. 
G1,G2

Adjusting the handle length
NOTE: The locking knob is used to hold 
the handle in position at any extended 
length.

See Fig. H

Adjusting the cutting height
NOTE: The telescopic handle has two 
cutting height levels (25mm &43mm).

See Fig. 
I1,I2

Starting and stopping with the 
telescopic handle

WARNING: Do not use the shrub 
shear blades (12cm/20cm) when 

working with the telescopic handle.

See Fig. J

MAINTENANCE
NOTE: To ensure long and reliable service, carry out 
the following maintenance regularly.
Remove the battery before carrying out any 
adjustment, servicing or maintenance.
Check for obvious defects such as loose, dislodged or 
damaged blade, loose fixings and worn or damaged 
components.
Check that covers and guards are undamaged and 
correctly fitted. Carry out necessary maintenance or 
repairs before using.

BLADE MAINTENANCE
Always clean the cutting blades after operation and 
periodically lubricating the cutting blade. 
Visually check the condition of the cutting edges of 
the cutting blade.
Ensure that the blade is covered with the blade guard 
supplied when not in use.

CLEANING/STORAGE
Clean the exterior of the machine thoroughly using 
a soft brush and cloth. Do not use water, solvents 
or polishes. Remove all debris, especially from the 
ventilation slots.
Store the machine in a secure dry place out of reach 
of children. Do not place other objects on top of the 
machine.

ENVIRONMENTAL 
PROTECTION 

Disposal
The machine, its accessories and 
packaging materials should be sorted 
for environmentally friendly recycling.
The plastic components are 
labeled for categorized recycling.
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D ראה איורים הפעלה ועצירה

E ראה איורים

גיזום הדשא
הערה: יש להרחיק את הכלי מעצמים קשים 

וצמחים עדינים. כדי לבצע גיזום קרוב יותר, יש 
להטות מעט את הכלי.

F ראה איורים

גיזום גדר חיה ושיחים
הערה: יש להקפיד להתרחק מעצמים זרים. 
בפרט יש להימנע מעצמים קשים, כגון חוטי 
מתכת ומסילות, מכיוון שאלה עלולים לפגוע 

בלהבים.

הפעלה עם ידית טלסקופית ) WG801E.1בלבד(

ראה איורים 
G1, G2

הרכבה/הסרה של הידית הטלסקופית
הערה:

- יש להתקין תחילה את מארז הסוללות לפני 
הרכבת הידית הטלסקופית.

- לפני ההפעלה, יש לוודא שהידית הטלסקופית 
נעולה היטב במקומה.

- יש להרחיק את הידיים ממתג ההפעלה/כיבוי 
בעת חיבור או הסרה של הידית הטלסקופית, כדי 

למנוע הפעלה בשוגג.

H ראה איורים
כוונון אורך הידית

הערה: כפתור הנעילה משמש להחזקת הידית 
במקומה בכל אורך פתיחה.

ראה איורים 
I1, I2

כוונון גובה הגיזום
הערה: הידית הטלסקופית מצוידת בשני גובהי 

גיזום )25 מ"מ ו-43 מ"מ(.

J ראה איורים

הפעלה ועצירה עם הידית הטלסקופית
אזהרה: אין להשתמש בלהבי גיזום השיחים 

)12/20 ס"מ( בעת עבודה עם הידית הטלסקו�
פית.

תחזוקה
דהערה: כדי לוודא שירות ארוך ואמין, יש לבצע את הליכי התחזו

קה שלהלן באופן סדיר.
הוצא את הסוללה לפני ביצוע כל פעולת התאמה, שירות או 

תחזוקה.
חפש פגמים גלויים, כגון להב רופף, משוחרר או פגום, חיבורים 

רופפים ורכיבים בלויים או פגומים.
יש לבדוק שהכיסויים והמגנים אינם פגומים ומותקנים כהלכה. יש 

לבצע פעולות נחוצות של תחזוקה או תיקונים לפני השימוש.

תחזוקת הלהב
ש לנקות תמיד את להבי החיתוך לאחר ההפעלה, ובאופן תקופתי 

לשמן את להב הגיזום.
יש לבצע בדיקה חזותית של מצב שפת הגיזום של להב הגיזום.
כאשר הלהב אינו בשימוש, יש לוודא שהוא מכוסה במגן הלהב 

המצורף.

ניקוי/אחסון
נקה את חלקו החיצוני של המכשיר היטב, באמצעות מברשת 
רכה ומטלית. אין להשתמש במים, חומרים ממסים או חומרים 

ממרקים. יש לסלק את כל השאריות, בפרט מחריצי האוורור.
יש לאחסן את המכשיר במקום יבש ומוגן, הרחק מהישג ידם של 

ילדים. אין להניח חפצים אחרים על המכשיר.

הגנה סביבתית

סילוק 
יש למיין את המכשיר הזה, את אביזריו ואת 

חומרי האריזה לצורך מחזור ידידותי לסביבה.
רכיבי הפלסטיק מסומנים לצורך מחזור ממו

שם החברה: סמיקום לקסיס בע”מ
כתובת: א”ת מערבי קדימה ת.ד. 9090 אבן יהודה

טלפון: 09-7611222
 www.semicom.co.il
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רשימת חלקים
להב גיזום דשא 	.1

לחצן נעילת מתג כיבוי 	.2

ידית 	.3

מארז סוללות* 	.4

תפס לשחרור מארז סוללות* 	.5

מתג הפעלה/כיבוי 	.6

מכסה הינע נשלף  	.7

לחצן שחרור מכסה הינע נשלף 	.8

להבי מגזמת שיחים )2 יחידות(* 	.9

לחצן נעילה לידית טלסקופית )WG801E.1 בלבד( 	.10

ידית מוט טלסקופי )WG801E.1 בלבד( 	.11

מתג הפעלה/כיבוי על ידית טלסקופית )WG801E.1 בלבד( 	.12

כפתור נעילה )WG801E.1 בלבד( 	.13

ידית פנימית  WG801E.1(בלבד( 	.14

תושבת חיבור )WG801E.1 בלבד( 	.15

* לא כל האביזרים המוצגים או המתוארים כלולים במשלוח 
סטנדרטי.

נתונים טכניים
WG801E.9 WG801E.1 WG801E

20 וולט מקסימום* מתח

1150 סל"ד
 מהירות ללא

עומס

10 ס"מ עם להב גיזום דשא עובי גיזום

12/20 ס"מ 
עם להב 

שיחים
12 ס"מ

12/20 ס"מ 
עם להב 

שיחים
אורך הגיזום

8 מ"מ עבור להב שיחים קוטר גיזום מרבי

/ 5 שעות זמן טעינה

/
כניסה: 100-240 וולט ז"ח, 

50/60 הרץ
יציאה: 20 וולט ז"י, 0.4 אמפר

דירוג מטען

0.5 ק"ג 0.9 ק"ג
משקל המכונה
 עם להב גיזום)

(דשא

*מתח מדוד ללא עומס עבודה. מתח סוללה ראשוני מגיע ל-20 
וולט לכל היותר. המתח הנומינלי הוא 18 וולט.

אביזרים
WG801E.9 WG801E.1 WG801E

1 1 1  להב גיזום דשא
של 10 ס"מ

1 1 1
 להב גיזום

 שיחים של 12
ס"מ

1 / 1
 להב גיזום

 שיחים של 20
ס"מ

/ 1 1 מארז סוללות

/ 1 1 מטען

/ 1 /  ידית טלסקופית
(WA0040)

מומלץ לרכוש את האביזרים באותה חנות שבה רכשת את הכל. 
למידע נוסף, עיין באריזת האביזר. אנשי המקצוע בחנות יכולים 

לסייע ולספק לך מידע נוסף.

הוראות הפעלה

הערה: קראו בעיון רב את חוברת ההוראות לפני  
השימוש בכלי.

שימוש מיועד
המכשיר נועד לגיזום גדר חיה ושיחים בשימוש ביתי.

הרכבה והפעלה

איור פעולה

הרכבה )הרכבה/החלפה של הלהב(

ראה איורים 
A1, A2

הסרת הלהב
אזהרה: יש לחבוש כפפות בעת החלפת הלהב.

ראה איורים 
B1, B2 הרכבת הלהב

לפני השימוש במכשיר

ראה איורים 
C1

בדיקת מצב הטעינה של הסוללה 
 WG801E/WG801E.1 בלבד(

ראה איורים 
C2

טעינת מארז הסוללות
ניתן למצוא פרטים נוספים במדריך של המטען

ראה איורים 
C3 הכנסת סוללה

ראה איורים 
C4 הסרת הסוללה

הפעלה
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סוללות אחר. 
אין להשתמש במארז סוללות שלא נועד לשימוש עם הציוד. טו(	

יש להרחיק את מארז הסוללות מהישג ידם של ילדים. טז(	
יש לשמור את מסמכי המוצר המקוריים לעיון בעתיד. יז(	
יש להוציא את הסוללה מהציוד כאשר אינו בשימוש. יח(	

יש להשליך כהלכה. יט(	

סמלים

המשתמש חייב להקפיד לקרוא את מדריך 
הבטיחות וההפעלה כדי להפחית כל סכנה של 

חבלה ופציעה.

חבוש מגן אוזניים

הרכב מגן עיניים

חבוש מסכת אבק

אין לחשוף ללחות

אזהרה: סכיני החיתוך ממשיכים לפעול לאחר 
כיבוי המנוע

יש להרחיק עוברי אורח

אין להשליך את הסוללות. יש להחזיר סוללות 
שהשימוש בהן הסתיים לנקודת האיסוף או 

המיחזור 

אין לחשוף לגשם או למים

אסור לשרוף.

לפני החלפת אביזרים, יש להקפיד להוציא את 
הסוללה.

לבש כפפות מגן.

נעילה

שחרור נעילה
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העלולים ליצור חיבור מהדק אחד לאחר. קיצור הדקי סוללות 
עלול לגרום כוויות או שריפה.

בתנאים קשים, הסוללה עלולה לפלוט נוזלים; שיש למנוע  ד( 	
מגע איתם. במקרה של מגע, יש לשטוף במים. במקרה של 

מגע הנוזלים עם העין, יש לפנות לקבלת עזרה רפואית. נוזלים 
הנפלטים מהסוללה עלולים לגרום לגירוי או כוויה.

אזהרות בטיחות כלליות לשימוש בכלי עבודה 
חשמליים-טיפול

יש למסור את כלי העבודה החשמלי לטיפול על-ידי איש  א( 	
שירות מוסמך, המשתמש בחלקי חילוף זהים בלבד. דבר זה 

יבטיח את בטיחותו של כלי העבודה החשמלי.

אזהרות בטיחות נוספות למגזמת 
דשא נטענת

שמור את מדריך הבטיחות וההפעלה לשימוש עתידי.
מכשיר זה אינו מיועד לשימוש של אנשים )בכלל זה ילדים( עם  	 -
מוגבלויות גופניות, חושיות או נפשיות או חוסר ניסיון וידע, אלא 

אם כן הם נמצאים תחת השגחה או הדרכה בנוגע לשימוש 
במכשיר על-ידי אדם האחראי על בטיחותם.

יש להשגיח על ילדים קטנים כדי לוודא שלא ישחקו במכשיר. 	 -

חשוב
קרא היטב לפני השימוש.

שמור לעיון עתידי

שיטות הפעלה בטוחה
הכשרה

קרא את ההוראות היטב. יש להכיר את הבקרות והשימוש  א( 	
הנכון בציוד;

אין לאפשר לילדים או לאנשים שאינם מכירים הוראות אלה  ב( 	
להשתמש במכסחת הדשא. תקנות מקומיות עשויות להגביל 

את גיל המפעיל;
זכור שהמפעיל או המשתמש נושא באחריות לתאונות או סכנות  ג( 	

שייגרמו לאנשים אחרים או לרכושם.
הכנה 	

אין להפעיל את המכשיר כאשר אנשים, בייחוד ילדים, או בעלי  א( 	
חיים נמצאים בקרבת מקום.

יש להרכיב מגן עיניים ולנעול נעליים חזקות בכל עת במהלך  ב( 	
הפעלת המכונה.

הפעלה 	
יש להשתמש במכונה אך ורק באור יום או בתאורה מלאכותית  א( 	

מתאימה.
אין להפעיל את המכשיר עם מגנים פגומים או ללא התקני  ב( 	

בטיחות, כגון אוסף הפסולת.
הפעל את המנוע רק לאחר הרחקת כפות הידיים וכפות הרג דג( 	

ליים מאמצעי החיתוך.
זכור תמיד להוציא או לנתק את מארז הסוללות  ד( 	

בעת השארת המכונה ללא השגחה; 	-
לפני פינוי סתימה; 	-

לפני בדיקה או ניקוי של המכונה או עבודה עליה; 	-
לאחר פגיעה בעצם זר; 	-

בכל פעם שהמכונה מתחילה לרעוד באופן חריג. 	-
יש לנקוט משנה זהירות כדי למנוע פציעה של כפות הרגליים  ה( 	

וכפות הידיים מאמצעי החיתוך.
יש לוודא תמיד שפתחי האוורור נקיים מפסולת. ו( 	

תחזוקה ואחסון 	
זכור תמיד להוציא או לנתק את מארז הסוללות לפני ביצוע  א( 	

עבודת תחזוקה או ניקוי.
יש להשתמש אך ורק בחלקים חלופיים ואביזרים המומלצים  ב( 	

על-ידי היצרן.
יש לבדוק ולתחזק את המכונה בקביעות. רק איש תיקונים  ג( 	

מורשה רשאי לבצע תיקונים במכונה.
כאשר המכונה אינה בשימוש, אחסן אותה הרחק מהישג ידם  ד( 	

של ילדים

הערות בטיחות נוספות עבור 
מכשיר גיזום הגדר החיה

1. הקפד להרחיק את כל חלקי הגוף מלהב החיתוך. אין לסלק 
חומר גזום או להחזיק חומר לגיזום כאשר הלהבים נמצאים 
בתנועה. ודא שהמתג נמצא במצב כיבוי בעת פינוי חומרים 
התקועים במכשיר. בזמן הפעלת כלי עבודה חשמליים, רגע 

של חוסר תשומת לב עלול לגרום לפציעה קשה.
2. הרם את מכשיר גיזום הגדר החיה מהידית, כאשר להב 

החיתוך אינו פועל. בעת העברה או אחסון של מכשיר גיזום 
הגדר החיה, יש להרכיב תמיד את כיסוי מכשיר הגיזום. 
טיפול נכון המכשיר גיזום הגדר החיה יצמצם את הסיכון 

לפציעה מהלהבים.
3. החזק את הכלי החשמלי במשטחי האחיזה המבודדים בלבד, 
משום שלהב הגיזום עלול לבוא במגע עם חוט נסתר או עם 

הכבל שלו עצמו. להבי גיזום הבאים במגע עם חוט "חי" 
עלולים לגרום לחלקי מתכת חשופים של כלי העבודה להוליך 

חשמל ולהתחשמלות המפעיל.

אזהרות בטיחות למארז הסוללות
אין לפרק, לפתוח או לגרוס את הסוללות או מארז הסוללות.  א(	

אין לקצר את מארז הסוללות. אין לאחסן מארזי סוללות  ב(	
באופן מסוכן בקופסה או במגירה שבה הם עלולים לקצר 

זה את זה או שחומרים מוליכים עלולים לקצר אותם. כאשר 
דמארז הסוללות אינו בשימוש, יש להרחיק אותו מעצמים מת

כתיים אחרים, כגון מהדקי נייר, מטבעות, מפתחות, מסמרים, 
ברגים או עצמים מתכתיים קטנים אחרים, העלולים ליצור חיבור 

מהדק אחד לאחר. קיצור הדקי סוללות עלול לגרום כוויות או 
שריפה.

אין לחשוף את מארז הסוללות לחום או לאש. הימנע מאחסון  ג(	
במקום חשוף לאור שמש ישיר.

יש למנוע פגיעה פיזית במארז הסוללות. ד(	
במקרה של דליפת סוללה, אין לאפשר מגע של הנוזלים עם  ה(	

העור או העיניים. במקרה של מגע, יש לשטוף את האזור 
הנגוע בכמויות גדולות של מים ולפנות לטיפול רפואי.

יש לפנות מיד לטיפול רפואי במקרה של בליעת סוללה או  ו(	
מארז סוללות.

יש לשמור את מארז הסוללות נקי ויבש. ז(	
אם הדקי מארז הסוללות מתלכלכים, יש לנקותם במטלית  ח(	

יבשה ונקייה.
יש לטעון את מארז הסוללות לפני השימוש. יש להקפיד  ט(	
תמיד על הוראות אלה ולהשתמש בהליך הטעינה הנכון.
אין להשאיר את מארז הסוללות בטעינה כאשר אינו בשי ־י(	

מוש.
לאחר תקופות ממושכות של אחסון, ייתכן שיהיה צורך לטעון  יא(	

ולפרוק את מארז הסוללות כמה פעמים להשגת ביצועים 
מרביים.

מארז הסוללות מספק ביצועים מיטביים כאשר הוא פועל  יב(	
.)20°C ± 5°C( בטמפרטורת החדר הרגילה

בעת השלכה של מארזי סוללות, יש להפריד זה מזה מארזי  יג(	
סוללות הפועלים בשיטות אלקטרו-כימיות שונות.

יש לטעון מחדש רק באמצעות המטען המצוין על-ידי  יד(	
WORX. אין להשתמש בשום מטען מלבד המטען המסופק 

במיוחד לשימוש עם הציוד. מטען המתאים למארז סוללות מסוג 
מסוים עלול ליצור סכנת שריפה בעת השימוש בו עם מארז 



	 מגזמת שיחים ודשא נטענת של 20 וולט HE

1

אזהרות בטיחות כלליות לשימוש 
בכלי עבודה חשמליים

אזהרה: קרא את כל אזהרות הבטיחות ואת כל ההוראות. 
אי ציות להוראות אלו עלול לגרום להתחשמלות, שרפה ו/או 

לפציעה חמורה.

אזהרה: יש לקרוא את כל אזהרות הבטיחות המצוינות 
ואת כל ההוראות. בסמל 

שמור את מדריך הבטיחות וההפעלה לשימוש עתידי.
באזהרות, המונח "כלי עבודה חשמלי" מתייחס לכלי עבודה חשמלי 

המופעל באמצעות רשת החשמל )כבל חשמלי( או באמצעות 
סוללות )ללא כבל חשמל(.

אזהרות בטיחות כלליות לשימוש בכלי עבודה 
חשמליים-בטיחות באזור העבודה

הקפד על כך שאזור העבודה יימצא במצב נקי ומואר. הסיכוי  א( 	
לתאונות הוא גבוה יותר באזור שאינו מסודר ומואר כראוי.

אין להפעיל כלי עבודה חשמליים באווירה נפיצה, כגון בק ־ב( 	
רבת נוזלים דליקים, גז או אבק. כלי עבודה חשמליים יוצרים 

ניצוצות העלולים להצית אבק או אדים.
בזמן הפעלת כלי עבודה חשמליים יש להרחיק מהאזור  ג( 	

ילדים וצופים מהצד. הסחות דעת עלולות לגרום לך לאבד 
ריכוז ושליטה על הכלי.

אזהרות בטיחות כלליות לשימוש בכלי עבודה 
חשמליים-בטיחות חשמל

התקע של הכלי חייב להתאים לשקע החשמל. לעולם אין  א( 	
לבצע שינוי כלשהו בתקע. אין להשתמש בתקעים מתאמים 

בכלי עבודה חשמלי שיש לו הארקה. השימוש בתקעים 
מקוריים )שלא שונו( ושקעים תואמים מפחית את הסכנה 

להתחשמלות.
יש להימנע ממגע של הגוף עם משטחים מוארקים, כגון  ב( 	

צינורות, רדיאטורים, תנורים ומקררים. הארקה דרך הגוף 
שלך מגבירה את הסכנה להתחשמלות.

מים החו�ד אין לחשוף כלי עבודה חשמליים לגשם או לחות .  ג( 	
רים לכלי עבודה חשמלי מגבירים את הסכנה להתחשמלות.

אין לפגוע בכבל החשמל. אין להשתמש בכבל החשמל  ד( 	
לנשיאה, משיכה או הוצאת תקע החשמל של הכלי מהשקע. 

הקפד להרחיק את כבל החשמל מחום, שמן, פינות חדות או 
חלקים נעים. כבל חשמל פגום או כבל שהסתבך או התפתל 

מגביר את הסיכון להתחשמלות.
בעת שימוש בכלי עבודה חשמלי מחוץ למבנה, יש להשתמש  ה( 	

השימוש בכבל המ�  בכבל מאריך המתאים לשימוש בחוץ .
תאים לשימוש מחוץ למבנה מפחית את הסיכון להתחשמלות. 
אם בלית ברירה יש להפעיל את המכשיר החשמלי בסביבה  ו( 	

לחה, יש להשתמש במפסק מגן נגד התחשמלות/מפסק 
פחת )RCD(. השימוש במפסק פחת מפחית את הסיכון 

להתחשמלות.

אזהרות בטיחות כלליות לשימוש בכלי עבודה 
חשמליים-בטיחות אישית

היה ערני. בזמן הפעלת כלי עבודה חשמלי היזהר במעשיך  א(  	
והשתמש בהגיון בריא. אין להשתמש בכלי עבודה חשמלי 

דבמצב של עייפות או תחת השפעה של סמים, אלכוהול או תרו
פות. בזמן הפעלת כלי עבודה חשמליים, רגע של חוסר תשומת 

לב עלול לגרום לפציעה גופנית חמורה. 
יש להרכיב תמיד מגן עיניים. בת� השתמש בציוד מגן אישי .  ב( 	

נאים המתאימים לכך, השימוש בציוד מגן כגון מסכת אבק, נעלי 
בטיחות נוגדי החלקה, כובע קשיח )קסדה( או אמצעי הגנה על 

האוזניים יפחיתו את הסיכוי לפציעות. 

מנע הפעלה בלתי מכוונת. ודא שהמתג הראשי נמצא במצב  ג( 	
כבוי )Off( לפני חיבור הכלי למקור חשמל ו/או תא סוללות, 

הרמה או נשיאת המכשיר. נשיאת כלי עבודה חשמליים, 
כאשר האצבע נמצאת על המתג, או חיבור הכלי לרשת החשמל 

כשהמתג במצב פעולה )On(, עלולים לגרום לתאונות. 
לפני הפעלת המכשיר, יש להסיר ממנו כל מברג או מפתח  ד( 	

המוצמד אליו. השארת מברג או מפתח כלשהו, כשהוא מוצמד 
לחלק נע של המכשיר החשמלי, עלול לגרום לפציעה. 

עמוד ביציבה נוחה לעבודה, מבלי להישען. הקפד על עמידה  ה( 	
יציבה ושיווי משקל כל הזמן. באופן זה, תיהנה משליטה טובה 

יותר על כלי העבודה החשמלי במצבים בלתי צפויים. 
התלבש בהתאם. אין ללבוש בגדים רפויים או לענוד תכשי ־ו( 	

טים. הקפד על מרחק בין שערך, בגדיך וכפפותיך לבין חלקים 
נעים. בגדים רפויים, תכשיטים או שער ארוך עלולים להיתפס 

בחלקים נעים.
אם לכלי מצורפים התקנים ואביזרים לשאיבה ולאיסוף  ז( 	

אבק, הקפד להתקין ולהפעיל חלקים אלו באופן נכון ותקין. 
אמצעים לאיסוף האבק עשויים להפחית סכנות הקשורות לאב
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אין לאמץ את הכלי. השתמש בכלי הנכון עבור סוג העבודה  א( 	
כלי העבודה החשמלי המתאים יבצע את המ�  שאתה מבצע .

שימה באופן טוב ובטוח יותר כשהוא משמש לעבודה שעבורה 
הוא תוכנן. 

אין להשתמש בכלי עבודה חשמלי שהמתג שלו אינו מפעיל  ב( 	
ומפסיק את פעולתו. כל כלי עבודה חשמלי שאינו נשלט על-ידי 

המתג מסוכן ויש לתקנו.
נתק את התקע ממקור החשמל ו/או את תיבת הסוללות  ג( 	

מכלי העבודה החשמלי לפני ביצוע התאמות, החלפת 
אביזרים או אחסון כלי העבודה. אלו הם אמצעי זהירות 

למניעה, המפחיתים את הסיכון של הפעלה בלתי מכוונת של 
כלי העבודה החשמלי. 

אחסן את כלי העבודה החשמליים שאינם בשימוש מחוץ  ד( 	
להישג ידם של ילדים ואל תאפשר לאנשים שאינם מכירים 

את כלי העבודה החשמלי או את ההוראות הללו להפעיל את 
הכלי. כלי עבודה חשמליים מסוכנים כאשר הם נמצאים בידיהם 

של משתמשים בלתי מיומנים. 
תחזוקת כלי עבודה חשמליים. ודא שהחלקים הנעים  ה( 	

מיושרים ומחוזקים. חלקים שבורים וכל מצב אחר עלולים 
להשפיע על פעולת כלי העבודה החשמלי. אם המכשיר נפגם, 

יש לתקן אותו לפני השימוש. תאונות רבות נגרמות כתוצאה 
מתחזוקה לקויה של כלי עבודה חשמליים. 

יש לשמור על מכשירי חיתוך כשהם חדים ונקיים. מכשירי  ו( 	
חיתוך המתוחזקים היטב, עם קצוות חיתוך חדים, נוטים פחות 

להיתקע וקל יותר לשלוט בהם. 
השתמש בכלי העבודה החשמלי, באביזרים, בראשי העבו ־ז( 	

דה, מקדחים וכדומה, בהתאם להוראות אלו, תוך התחשבות 
בתנאי העבודה ובעבודה שיש לבצע. השימוש בכלי העבודה 
החשמלי לפעולות שונות מאלו שלהם נועד עלול לגרום למצב 

מסוכן. 

אזהרות בטיחות כלליות לשימוש בכלי עבודה 
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יש לטעון מחדש רק באמצעות המטען המצוין על-ידי היצרן.  א( 	
מטען המתאים למארז סוללות מסוג מסוים עלול ליצור סכנת 

שריפה בעת השימוש בו עם מארז סוללות אחר.
יש להשתמש בכלי עבודה חשמליים רק עם מארזי הסוללה  ב( 	
שנועדו להם ספציפית. השימוש במארזי סוללות אחרים עלול 

לגרום לסכנת פציעה ושריפה.
כאשר מארז הסוללות אינו בשימוש, יש להרחיק אותו  ג( 	

־מעצמים מתכתיים אחרים, כגון מהדקי נייר, מטבעות, מפ
תחות, מסמרים, ברגים או עצמים מתכתיים קטנים אחרים, 
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